Pump-Out Instructions
at Marathon Yacht Club v2104,
QUICK INFO SHEET (See subsequent pages for step by step pictures if needed)
1. Remove the bucket from atop the pump motor (rain protection)
2. Take Hose and appropriate fitting adapter to your boat and hook up to both boat and dock
fitting.
3. Open valves at boat end and dock fitting (both yellow valves) once connected.
4. Walk back up to pump and hit the green “ON” button (is on a timer for about 10+ mins)
5. Go back to your boat and monitor the pumpout of your tank
6. Once empty remove fitting from your boat and rinse hose thoroughly using either sea water or
freshwater from the hose (preferred) while the pump is running. Get the hose and plumbing
clean.
7. Once rinsed, and pump still running, then raise the boat end of the hose while fitting is open so
it continues to suck, and incrementally raise the hose in a loop all the way back to the dock
fitting so that it gets all of the fluid out of the hose.
8. If pump is still running leave hose valve open so it draws air and go up and hit red “stop” button
on pump.
9. Go back to boat. Fresh water rinse your deck fitting as desired.
10. Disconnect the hose from the dock fitting (close the 2 valves) but leave ends exposed to rinse.
11. Fresh water spray off the pumpout hose on the dock, including the ends of the dock fitting and
hose, then place the cap back on the dock fitting. Coil the hose back on its cart and return to
pumpout station and re-cover with the tarp.
12. RE-COVER the pump motor with the bucket for rain protection.
13. Use the logbook in the MYC office to log your pumpout
AVOID THESE CARDINAL PUMPOUT SINS:
1. Do NOT start the pump before the hose has been attached to the dock fitting AND your boat,
and both valves open. This is because extended running of the pump with no flow can damage
the peristaltic tube and/or motor.
2. Do NOT leave the hose full of your holding tank blackwater (or even rinse water for that matter).
The next boater would then have to deal with a full, heavy, dirty hose. Empty it per the
instructions.
3. Do NOT leave the bucket over the motor while it’s running, NOR forget to replace it when done.

See the following pages for a bit more detail and photos if needed. (AVAILABLE IN OFFICE)
You can also download them, plus more marina info, from www.MYCFleet.com
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Open the door to the pumpout station.
Remove the bucket from atop the motor. This is placed here for
rain protection. DO NOT run the pump with this in place, and
PLEASE REPLACE the bucket when done. The pump motor should
already be plugged into the outlet, but if it’s not then it gets
plugged in to the covered receptacle to your right, as shown
below:

AFTER you hook up the hose to your boat and dock fitting, then you’ll
come back here to hit the middle GREEN ON button. When you’re done,
you’ll hit the lower RED OFF button. The pump is on a timer for roughly
10+ minutes, so if it shuts off before you’re done, you’ll just need to walk
back up and hit the green button again.
DO NOT START the pump without the hoses being hooked up and both
valves open. Running of the pump against closed valves for long periods
can damage the peristaltic pump tube and/or motor.

The hose cart is generally parked with the basket against the
pumpout station door. Not shown here is the tarp covering
held in place by a bungee cord. Remove the bungee and tarp
and just leave up by the pumpout. Wheel the hose down to
your boat and find the closest dock fitting. There are deck
fitting adapters or rubber compression fitting in the basket.
When you’re done with all of this please remember to rinse off
the entire thing including fittings and basket with fresh water.
Find the closest dock
fitting (right). Pull
down the two dog-ear
cam locks to remove
the cap. There are two
yellow valves but you
can’t open them until
the hose is connected.

The hose is then placed on the fitting. There’s a notch
on one side so it fits only one way. The camlocks come
up through the fittings on the hose adapter. Work
them tight one at a time. They don’t always come all
the way up but if you work them one at a time until
you get a tight fit, then that’s good. The valves can’t be
opened until this is in place. One valve must be
opened first – try them to see which one turns first,
then turn the other open. When they are straight up
like shown here, they are open. You can also wait until
you connect your boat to open them, but make sure
they’re open before turning on pump.

The boat end of the hose is where you’ll
place the appropriate deck fitting adapter,
and it has the yellow handle to turn it on.
The horizontal position that you see here is
“OPEN”

If you have your own deck plate
fitting, then that’s best. If not then
look in the basket to see if one will
fit. Shown at left is a screw in
adapter that is easiest to use. The
universal adapter shown at right just
uses the rubber to compress against
your deck plate. It works but you
have to hold it down tight the entire
time. A little water sprayed around
the edges helps keep an airtight seal.
The fitting shown above is then placed on the adapter and
tightened with the cam lock fittings.
Once it’s all hooked up, THEN GO BACK AND TURN ON THE PUMP.
You can monitor the progress of the
pumpout through the sight tube at the
connector. Notice that the valve handle is
in the horizonal position which is “OPEN”.
If you’re far from the pump it might take
a minute or two for it to start to flow.
Once you’re done pumping out then have
a fresh water hose available for flushing
your deck fitting and/or adding water to
your tank again 2 or 3 times and pumping
back out to clear it. You can turn the
handle off when removing but only do
this for short periods if the pump is
running.

You’ll now need to thoroughly rinse out the pumpout hose and plumbing. You can do this with either
seawater or with freshwater. We prefer fresh water rinses.
At left shows the hose lowered into
seawater for rinsing (the pump must
be running of course). If there is
seagrass floating on top please ensure
that the hose is lowered well below
this so it doesn’t suck it up.
The preferred method is to use
freshwater to rinse as shown on the
right. This is better for long term
maintenance of the plumbing.

Once the hose is thoroughly rinsed, keep the valve open while the pump runs and ensure that you get
all of the water out of the hose by lifting the end in a wave-like manner to keep the fluid going the
direction of the dock fitting to empty it, as shown below:
Keep lifting the hose to drain the
water entirely out of the hose. At
right you see the final drain as the
hose is above the level of the dock
fitting.
This is really important to ensure
that the next boater doesn’t have
to deal with a heavy hose with
stinky black water still in it. Even if
it’s only rinse water in it, it is still
WAY TOO HEAVY.

You can then go back to turn OFF the pump. Then close the valves at each
end of the hose and remove from the dock fitting. Don’t put the cap back on
the fitting until you’ve freshwater rinsed the top of the connector (shown at
left) and the hose connector too.

The hardest part of this whole process is GETTING THE HOSE
COILED BACK ONTO THE CART WITH BOTH ENDS IN THE
BASKET!
The key to this is when you first take the hose out of the cart
and lay onto the dock. Resist the urge to straighten out all of the
coils, and instead try to take it off and allow the coils to stay in
place, and then just stretch it to the fitting and your boat. When
you put it back in the cart it’s much easier. If not you just have
to keep twisting it until you get the coils to work the same
direction.
Once you’ve done all of this please be sure to freshwater spray
off the cart, basket and the dock where you were working so it’s
all cleaned off. Just return the hose cart up to the pumpout
station.

DON’T FORGET TO PUT THE BUCKET BACK ON THE PUMPOUT MOTOR TO PROTECT IT FROM RAIN.
When you can, go into the MYC office and ask for the log for the pumpout to enter it.
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